
PU4AF LTE
ANTENNA A PANNELLO - PANEL AERIAL - ANTENNE A PANNEAU - ANTENA DE PANEL - ANTENA DE PAINEL - PLATTENANTENNE
Canali / Channels / Canaux / Canales / Canais / Kanäle CH 21÷60  -  Guadagno / Gain / Ganancia / Ganho / Verstärkung 11-14 dBi

217452

1 432

RADIATORE SIGILLATO PER UNA MIGLIORE TENUTA, NON APRIBILE.

SEALED DIPOLE FOR A BETTER SEALING, CANNOT BE OPENED. 

DIPÔLE SCELLÉ POUR UNE MEILLEURE ÉTANCHÉITÉ. NE PEUT ÊTRE OUVERT. 

DIPOLO SELLADO PARA UNA MEJOR ESTANQUIDAD; NO SE PUEDE ABRIR.

DIPOLO FECHADO PARA UMA MELHOR VEDAÇÃO, NÃO PODE SER ABERTO.

DIPOL, ZUR BESSEREN DICHTUNG VERSIEGELT, NICHT ZU ÖFFNEN.  

PU4AF

MADE IN ITALY
LTE

790 MHz
HEVC
compliant
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Ø 30÷60mm

COPPIA DI SERRAGGIO 
TIGHTENING TORQUE 
COUPLE DE SERRAGE 
GARRA DE FIJACìON    
TORQUE DE APERTO 

ANZUGSMOMENT

400-500 N·cm

PER POLARIZZAZIONE VERTICALE USARE ACCESSORIO DEDICATO (VEDI CATALOGO)
USE THE SPECIFIC ACCESSORY FOR VERTICAL POLARIZATION (SEE CATALOGUE). 
POUR UNE POLARISATION VERTICALE, UTILISER UN ACCESSOIRE PRÉVU À CET EFFET (VOIR CATALOGUE). 
PARA POLARIZACIÓN VERTICAL, USAR ACCESORIO ESPECÍFICO (VÉASE CATÁLOGO).    
PARA POLARIZAÇÃO VERTICAL UTILIZE APENAS O ACESSÓRIO ESPECÍFICO (VIDE CATÁLOGO). 
ZUR VERTIKALEN POLARISATION DAS DAFÜR BESTIMMTE ZUBEHÖR BENUTZEN (SIEHE KATALOG).

GAIN

PATTERN

max 2 mm

UTILIZZARE SOLO CONNETTORI DA AVVITARE TIPO CF.. 
USE ONLY CF.. SCREW IN CONNECTORS   
UTILISER UNIQUEMENT DES CONNECTEURS À VISSER DE TYPE CF.. 
UTILIZAR SÓLO CONECTORES ROSCADOS DE TIPO CF..    
UTILIZE APENAS CONECTORES DE PARAFUSAR DO TIPO CF..
NUR SCHRAUBVERBINDER TYP CF.. VERWENDEN.
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Fracarro Radioindustrie SRL - Via Cazzaro n.3 - 31033 Castelfranco Veneto (TV) - ITALIA - Tel: +39 0423 7361 - Fax: +39 0423 736220 - Società a socio unico.
Fracarro France S.A.S. - 7/14 rue du Fossé Blanc  Bâtiment C1 - 92622 Gennevilliers Cedex - FRANCE  Tel: +33 1 47283400 - Fax: +33 1 47283421
Fracarro (UK) - Ltd - Suite F9A, Whiteleaf Business Centre, Little Balmer, Buckingham, MK18 1TF UK - Tel: +44(0)1908 571571 - Fax: +44(0)1908 571570
www.fracarro.com - info@fracarro.com - supportotecnico@fracarro.com - chat whatsapp +39 335 7762667

Manufacturer: Fracarro Radioindustrie SRL Via C. Cazzaro, 3 - 31033 Castelfranco Veneto - Treviso - Italy

Fracarro declares that the product complies with EU Directive 2011/65/UE. The full text of the EU Declaration of Conformity is available on the following website ce.fracarro.com.

Gain (x: frequency MHz, y: ISO dBi gain) and Pattern (@700MHz)


